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CERTIFICATE OF SURVEY

|, RICHARD W. MILLER, REGISTERED LAND SURVEYOR, STATE OF UTAH,

HOLDING LICENSE NUMBER 4776, CERTIFY THAT | HAVE SURVEYED THE
FOLLOWING DESCRIBED EASEMENTS ON THE GROUND AS SHOWN ON THIS
PLAT.

NARRATIVE:

THE PURPOSE FOR THIS SURVEY IS TO LOCATE A PROPOSED CATHODIC
PROTECTION STATION SITE AND 20' EASEMENT ON THE GROUND AND
PROVIDE DESCRIPTIONS THEREOF.

THE BASIS OF BEARING FOR THIS SURVEY IS BASED UPON SOLAR
OBSERVATION DATED 8/8/9], 3:38 P.M., BETWEEN TRAVERSE STATIONS
“A" AND “B” HAVING A BEARING OF S 46°0122" W.

CHEVRON CATHODIC PROTECTION STATION SITE DESCRIPTION:

BEGINNING AT A POINT WHICH IS SOUTH 38°53'37" WEST (BEARING

IS BASED ON A SOLAR OBSERVATION OF 8/8/9 @ 3:38 P.M.),
2226.00 FEET FROM THE EAST QUARTER CORNER (FOUND ALUMINUM
CAP ON PIPE) OF SECTION 20, TOWNSHIP 2 SOUTH, RANGE 5 WEST,
UINTAH SPECIAL MERIDIAN AND RUNNING THENCE NORTH 89°24'34"
EAST 75 FEET TO AN EXISTING BARBED WIRE FENCE; THENCE SOUTH
00°35'26" EAST 75 FEET ALONG SAID FENCE; THENCE SOUTH 89°
24'34" WEST 75 FEET; THENCE NORTH 00°24'34* WEST 75 FEET TO
THE POINT OF BEGINNING.

CONTAINS: 0.13 ACRES.

20 FOOT EASEMENT DESCRIPTION:

BEGINNING AT A POINT WHICH IS SOUTH 38°53'37" WEST (BEARING

IS BASED ON A SOLAR OBSERVATION OF 8/8/9 @ 3:38 P.M.),
2226.00 FEET AND SOUTH 00°3526" EAST 75 FEET AND NORTH 89°
24'34" EAST 45 FEET FROM THE EAST QUARTER CORNER (FOUND
ALUMINUM CAP ON PIPE) OF SECTION 20, TOWNSHIP 2 SOUTH, RANGE
5 WEST, UINTAH SPECIAL MERIDIAN AND RUNNING THENCE NORTH 89°
24'34" EAST 10.0 FEET; THENCE SOUTH 00°35'26" EAST 261.0
FEET; THENCE NORTH 75°58'66" WEST 20.67 FEET; THENCE NORTH
00°35'26" WEST 255.79 FEET; THENCE NORTH 89°24'34° EAST

10.0 FEET TO THE POINT OF BEGINNING.

CONTAINS: 0.12 ACRES.
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PREPARED BY ~MILLER ASSOCIATES, INC.
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